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SICIS GC - 30/06/2016
ConfIdentIal

Mosaic Texture:
Since the color is produced by the melting of natural materials - some of them highly unstable - the difference in tone between the samples and as ordered can not be contested. It is also understood that shade variations, small chippings, 
planar imperfections and slight difference in thickness are characteristics of the product and of the production process.
Dato che la colorazione è ottenuta per fusione di materie naturali - delle quali alcune altamente instabili - la differenza di tonalità tra i campioni e quanto ordinato non può essere oggetto di contestazione. Si precisa pertanto che 
stonalizzazioni, piccole sbeccature, imperfezioni planari e leggera differenza nello spessore sono caratteristiche della materia e del processo produttivo.

Level 3 | Master Bathroom

Wall Coating

Grey Flannel | Colibrick Coll.
13,66 cm x 29,6 cm

Mirage 5 
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SICIS GC - 30/06/2016
ConfIdentIal

Mosaic Texture:
Since the color is produced by the melting of natural materials - some of them highly unstable - the difference in tone between the samples and as ordered can not be contested. It is also understood that shade variations, small chippings, 
planar imperfections and slight difference in thickness are characteristics of the product and of the production process.
Dato che la colorazione è ottenuta per fusione di materie naturali - delle quali alcune altamente instabili - la differenza di tonalità tra i campioni e quanto ordinato non può essere oggetto di contestazione. Si precisa pertanto che 
stonalizzazioni, piccole sbeccature, imperfezioni planari e leggera differenza nello spessore sono caratteristiche della materia e del processo produttivo.

Level 2 | Bathroom

Hyacint

64 cm

34,4 cm

AluminiumColl. 

Seratus Fern 3

PROJECT
RENDERING



BATHROOMS



Villa Baridhara - Dhaka
Bangladesh


